Public Health Service, HHS

equipment, or records do not ensure ef-
fective quality control over the res-
pirator for which the approval was
issued.

(The information collections contained in
this section are approved under OMB control
number 0920-0109)

Subpart F—Classification of Ap-
proved Respirators; Scope of
Approval; Atmospheric Haz-
ards; Service Time

§84.50 Types of respirators to be ap-
proved; scope of approval.

Approvals shall be issued for the
types of respirators which have been
classified pursuant to this subpart F,
have been inspected, examined and
tested by the Institute, in accordance
with the provisions of subparts G
through L of this part, and have been
found to provide respiratory protection
for fixed periods of time against the
hazards specified in such approval.

§84.51 Entry and escape, or escape
only; classification.

Respirators described in subparts H
through L of this part shall be classi-
fied for use as follows:

(a) Entry and escape. Respirators de-
signed and approved for use during
entry into a hazardous atmosphere,
and for escape from a hazardous atmos-
phere; or

(b) Escape only. Respirators designed
and approved for use only during es-
cape from a hazardous atmosphere.

§84.52 Respiratory hazards; classifica-
tion.

Respirators described in subparts H
through L of this part shall be classi-
fied as approved for use against any or
all of the following respiratory haz-
ards:

(a) Oxygen deficiency;

(b) Gases and vapors; and

(c) Particles, including dusts, fumes
and mists.

§84.53 Service time; classification.

(a) Respirators described in subparts
H through L of this part shall be classi-
fied, where applicable, as approved for
use during the following prescribed
service times:

§84.61

(1) Four hours;

(2) Three hours;

(3) Two hours;

(4) One hour;

(5) Forty-five minutes;

(6) Thirty minutes;

(7) Fifteen minutes;

(8) Ten minutes;

(9) Five minutes; or

(10) Three minutes.

(b) Other service times may be pre-
scribed by the Institute.

Subpart G—General Construction
and Performance Requirements

§84.60 Construction and performance
requirements; general.

(a) The Institute shall issue approv-
als for the types of respirators de-
scribed in subparts H through L of this
part which have met the minimum re-
quirements set forth for such res-
pirators in this part.

(b) In addition to the types of res-
pirators specified in subparts H
through L of this part, the Institute
shall issue approvals for other res-
piratory protective devices not specifi-
cally described in this part subject to
such additional requirements as may
be imposed in accordance with
§84.63(c).

§84.61 General construction require-
ments.

(a) Respirators will not be accepted
by the Institute for examination, in-
spection and testing unless they are de-
signed on sound engineering and sci-
entific principles, constructed of suit-
able materials and evidence good work-
manship.

(b) Respirator components which
come into contact with the wearer’s
skin shall be made of nonirritating ma-
terials.

(c) Components replaced during or
after use shall be constructed of mate-
rials which will not be damaged by nor-
mal handling.

(d) Mouthpieces, hoods, helmets, and
facepieces, except those employed in
single-use respirators, shall be con-
structed of materials which will with-
stand repeated disinfection as rec-
ommended by the applicant in his in-
structions for use of the device.
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